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集塵機用フィルター（フェルト）
FILTERS FOR BAG HOUSE（FELT）



品名
Product
Name

材質
Material

重量
Weight
（g/㎡）

厚さ
Thickness
（mm）

引張強力（N/5cm）
Tensile strength

通気度
Air permeability

耐熱温度
Operating
temperrature

耐薬品性
Chemical resistance

酸
Acidum

アルカリ
Alkaline

タテ
Warp

ヨコ
Weft

ポリエステル
（PTFEメンブレン）
Polyester
（PTFE membrane）
耐熱アラミド
（PTFEメンブレン）
m-Aramid
（PTFE membrane）
アクリル
（PTFEメンブレン）
Acrylic
（PTFE membrane）
PPS
（PTFEメンブレン）
PPS
（PTFE membrane）

ポリエステル
Polyester

ポリエステル（制電）
Polyester（Antistatic）

ポリエステル（基布制電）
Polyester（Antistatic）

耐熱ナイロン
m-Aramid

ポリプロピレン
Polypropylene

アクリル
Acrylic

PPS

Performance List of Filter Bags（Felt）
集塵機用フィルター（フェルト）性能一覧表

cc/c㎡/sec （℃）

※上記データは参考値であり、保証値ではありません。
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集塵機用フィルター（フェルト）サンプル

150MC
ポリエステル（制電）
Polyester（Antistatic）

150ME
ポリエステル（基布制電）
Polyester（Antistatic）

350S
ポリプロピレン
Polypropylene

450S
アクリル
Acrylic

150M
ポリエステル
Polyester

250S
耐熱ナイロン
m-Aramid

250B
耐熱ナイロン
m-Aramid

150B
ポリエステル
Polyester

450B
アクリル
Acrylic

PTFEメンブレンラミネート品（フェルト）サンプル

PTFEメンブレンラミネート品とは
フッ素樹脂であるPTFEを極めて微細な多孔質フィルムに特
殊加工をし、集塵機用フィルターにラミネートした高機能フィ
ルターで、以下について優れた効果が期待できます。

PTFE membrane laminated filter is high-quality 
filter produced by processing PTFE, which is 
fluorine resin, in extremely fine porous film and 
laminating the processed PTFE for dust in 
extremely fine porous film and laminating the 
processed PTFE for filter bag.  The following 
excellent effects are promising. 

微細な多孔質フィルムによって、粉体を表面で捕集し基材内
部への侵入を許さないため、圧力損失の上昇を長期間にわ
たって抑えます。 Fine porous film enables filters to collect dust on 

the surface.  Besides, the film prevents the pene-
tration of dust into base material and the rise of 
pressure drop over the long term. 

表面の微細な構造によって、微粉に対しても優れた捕集性能
を発揮します。

表面にフィルムをラミネートしているので、表面の繊維が脱落
して粉体に混ざることを防ぎます。

PTFEは剥離性に非常に優れており、粉体の払落しについても
優れた剥離性を発揮します。

◆ 長寿命（低圧損）
◆ Long term use (Low pressure drop)

Superficial fine structure allows high dust collec-
tion efficiency for fine dust.

◆ High dust collection efficiency

PTFE has excellent fissility and is also effective 
for dust removal.

◆ High fissility

Laminated film on the surface prevents superfi-
cial fiber from falling and being mixed into dust. 

◆ Fuzz removal

Felt Samples for Filter Bags (Felt)

Felt Samples with PTFE Membrane Lamination

◆ 高捕集効率

◆ 高剥離性

◆ ケバ立ち防止

555S
PPS


